
Buildings Energy Data Book:  8.4 WaterSense September 2008

8.4.1 WaterSense List of Covered Products and Efficiency Specifications

Specification WaterSense Federal Standard
Covered Product Effective Date Criteria Level
Lavatory Faucets October 2007 1.5 gpm (1) 2.2 gpm
Toilets January 2007 1.28 gpf (2) 1.6 gpf
Urninals In Progress 0.5 gpf (3) 1.0 gpf
Shower Heads In Progress 1.5 -2.0 gpm (3) 2.5 gpm

WaterSense Landscape Irrigation Partners as of 5/19/2008  (4):    452

Note(s): 1) GPM = gallons per minute. 2) GPF = gallons per flush. 3) Final criteria for these urinals and shower heads have not been set. These 
are criteria levels that WaterSense is considering. 4) WaterSense qualifies individuals as partners via private programs certified by 
WaterSense.

Source(s): EPA, High-Efficiency Lavatory Faucet Specification, October 1, 2007;  EPA, Tank-Type High-Efficiency Toilet Specification,  January, 2007.
EPA, Notification of Intent to Develop Draft Performance Specifications for Showerheads and Related Devices, August, 2007; EPA, Notification 
of Intent to Develop Draft Performance Specifications for High-Efficiency Urinals, May 22, 2008; EPA, Find a WaterSense Irrigation Partner list, 
Current as of 5/19/2008.  Accessed from http://www.epa.gov/watersense/pp/lists/irr_partners.htm.


